
Resource Report 1- General Project Description
Table 1.3-1
Summary Existing Rights-of-Way Paralleled by Pipeline
AES Sparrows Point Project

Facility County, State
Existing 

Right-of-Way

Width of Existing 
Right-of-Way(1) 

(feet)

Width Used for 
Temporary 

Construction (2)

Right-of-Way
(feet)

Width Used for 
Permanent 

Right-of-Way
(feet)

Pipeline Baltimore, MD 2.4 - 2.6 I-695 150-200 0-25 0
Baltimore, MD 3.7 - 4.7 I-695 400-1400 75 50
Baltimore, MD 4.7 - 7.3 I-695 150-200 15-75 15-50
Baltimore, MD 7.7 - 7.9 I-695 150-200 0-75 0-50
Baltimore, MD 8.0 - 9.1 BG&E 50-100 50-75 25-50
Baltimore, MD 9.1 - 9.4 I-695 150-200 0-25 0
Baltimore, MD 9.6 - 11.1 BG&E 50-100 75-100 25-50
Baltimore, MD 11.3 - 16.0 BG&E 50-100 75-100 25-50
Baltimore/Harford, MD 16.5 - 25.7 BG&E 50-100 75-100 25-50
Harford, MD 26.6 - 32.3 BG&E 50-100 75-100 25-50
Harford, MD 32.3 - 33.7 Columbia 30-50 15-25 15-25
Harford, MD 34.0 - 38.0 Columbia 30-50 15-25 15-25
Harford, MD 38.4 - 40.0 Columbia 30-50 15-25 15-25
Harford/Cecil, MD 40.2 - 47.9 Columbia 30-50 15-25 15-25
Lancaster, PA 48.3 - 51.1 Columbia 30-50 15-25 15-25
Lancaster, PA 52.0 - 53.5 PECO 300 50-100 50
Lancaster/Chester, PA 53.5 - 62.6 Columbia 30-50 15-25 15-25
Chester, PA 62.8 - 64.9 Columbia 30-50 15-25 15-25
Chester, PA 65.1 - 66.5 Columbia 30-50 15-25 15-25
Chester, PA 66.5 - 75.2 Columbia 30-50 15-25 15-25
Chester, PA 76.4 - 79.4 Columbia 30-50 15-25 15-25
Chester, PA 79.8 - 80.2 Lloyd Ave 40 0 0
Chester, PA 80.4 - 80.5 Columbia 30-50 15-25 15-25
Chester, PA 80.9 - 81.1 Transco 50-100 15-25 15-25
Chester, PA 81.1 - 82.2 Columbia 30-50 15-25 15-25
Chester, PA 82.4 - 82.5 Columbia 30-50 15-25 15-25
Chester, PA 82.7 - 85.2 Columbia 30-50 15-25 15-25
Chester, PA 85.4 - 85.6 Park Road 40 0 0
Chester, PA 85.9 - 86.4 North Pottstown Pike 40 0 0
Chester, PA 86.4 - 86.4 Fellowship Road 40 0 0
Chester, PA 87.2 - 87.4 Columbia 30-50 15-25 15-25

Total 75.0 miles

Notes:
(1)  Estimated Right-of-Way (ROW) Widths:

Columbia existing ROW varies, but is typically 30-50 feet wide
BG&E existing ROW varies, but is typically 100-150 feet wide
I-695 existing ROW varies, but is typically 150-200 feet wide

(2) Assumes typical 75 foot width ROW in non-agricultural areas and 100 foot width in agricultural areas.
(3) Assumes 50 foot permanent ROW with a planned 25 foot offset from existing pipelines (unless other constraints require negotiating a closer offset).
(4) Generally, pipeline ROWs within 200 feet of existing corridors are included in this table.
Columbia - Columbia Gas Transmission Corporation 
Transco - Williams Transco
BG&E - Baltimore Gas & Electric Co.
PECO - PECO Energy Co.
I-695 - US Interstate-695

Mileposts


